Corrosion Control
Equipment and Supplies

CLEMTEX

Kennametal TLVE Nozzles

Tungsten Carbide Long

Long venturi style nozzles yield about a 40% greater production rate than straight bore nozzles. The internally tapered design of the
venturi nozzle accelerates and evenly distributes the abrasive over the entire blast pattern. These nozzles are designed for use with a
1" I.D. blast hose for maximum cutting action on hard-to-clean surfaces.

Dimensions below are shown in millimeters and (inches).

o Thread style: 1-1/4 — 11-1/2 N.PS.M. Bore Dia. o er Washer (?f‘;/g,l

* For the most physically demanding operations. z - ~ ~ =

 Greatest resistance against breakage. ”% LI 77T T IT T I LTI i“F )

« All-brass outer body. T W T

* Polyurethane inner cushion. VI B B Z 2 A4 T
F Length

TLVE-Bruiser™ Series

bore diameter length
order number catalog number model number mm in mm 9 in
2939481 B1915630 TLVE-3 4,8 3/16 108 4-1/4
2939480 B1915640 TLVE-4 6,4 1/4 136,5 5-3/8
2939479 B1915650 TLVE-5 7.9 5/16 146,1 5-3/4
2939478 B1915660 TLVE-6 9,5 3/8 171,5 6-3/4
2939477 B1915670 TLVE-7 11,1 7/16 203,2 8
2939476 B1915680 TLVE-8 12,7 1/2 228,6 9
Bore Dia. Rubber Washer

o Thread s.tyle: 1-1/4 - 1.1-1/2 N.ID:S.M. 777 S J—

* For physically demanding operations. Raa2 2008sp, Y mts

* Less resistance against breakage. # — ,, { e 7,7;7t (1-3/4)

* Brass threads. B2 e A

* Reinforced polyurethane upper body. f Length

TLVE-P Series

bore diameter length
order number catalog number model number mm in mm 9 in

2939396 B2015630 TLVE-3P 4,8 3/16 1111 4-3/8
2939392 B2015640 TLVE-4P 6,4 1/4 139,7 5-1/2
2939388 B2015650 TLVE-5P 7,9 5/16 149,2 5-7/8
2939384 B2015660 TLVE-6P 9,5 3/8 174,6 6-7/8
2939380 B2015670 TLVE-7P 1,1 7/16 206,4 8-1/8
2939376 B2015680 TLVE-8P 12,7 1/2 231,8 9-1/8

e Thread style: 1-1/4 - 11-1/2 N.PS.M. Bore Dia.
* Recommended where low price is most important. lz
( T 4
¢ Polyurethane jacket. e e + | 0445
(1-3/4)
* Polyurethane threads. T
» Competitive price without sacrificing quality. Longth
TLVE-AP Series
bore diameter length
order number catalog number model number mm in mm in
2939394 B2015633 TLVE-3AP 48 3/16 114,3 4-1/2
2939390 B2015643 TLVE-4AP 6,4 1/4 139,7 5-1/2
2939386 B2015653 TLVE-5AP 79 5/16 152,4 6
2939382 B2015663 TLVE-6AP 9,5 3/8 177,8 7
2939378 B2015673 TLVE-7AP 11,1 7/16 209,6 8-1/4
2939374 B2015683 TLVE-8AP 12,7 1/2 235 9-1/4
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Bore Dia.

Rubber Washer

o Thread style: 50mm.

* Polyurethane jacket. | Ty 7 %:\ 77777 = @4!; .

e Aluminum threads. T li’_"’

* Reinforced polyurethane upper body. . o

TLVE 50mm Contractor Series

bore diameter length
order number catalog number model number mm in mm in

2939395 B2015632 TLVE-350P 4,8 3/16 111,1 4-3/8
2939391 B2015642 TLVE-450P 6,4 1/4 139,7 5-1/2
2939387 B2015652 TLVE-550P 7,9 5/16 149,2 5-7/8
2939383 B2015662 TLVE-650P 9,5 3/8 174,6 6-7/8
2939379 B2015672 TLVE-750P 11,1 7/16 206,4 8-1/8
2939375 B2015682 TLVE-850P 12,7 1/2 231,8 9-1/8

Bore Dia.

e Thread style: 50mm. I’
e Polyurethane jacket. %Z%# f
* Polyurethane threads. = ﬁﬂ* o]
* Competitive price in “economy” nozzles _ i
without sacrificing quality. bl Length

TLVE-AP 50mm Contractor Series

bore diameter length
order number catalog number model number mm in mm in
2939393 B2015634 TLVE-350AP 48 3/16 1143 4-1/2
2939389 B2015644 TLVE-450AP 6,4 1/4 139,7 5-1/2
2939385 B2015654 TLVE-550AP 79 5/16 152,4 6
2939381 B2015664 TLVE-650AP 9,5 3/8 177,8 7
2939377 B2015674 TLVE-750AP 11,1 7/16 209,6 8-1/4
2939373 B2015684 TLVE-850AP 12,7 12 235 9-1/4
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